SAMSUNG

Smart Signage lietotaja rokasgramata
(konkrétam modelim)

Saja rokasgramata ir sniegta informacija par jisu Smart Signage modeli, tostarp atbalstitajiem veidiem un konkréta modela tehniskajiem datiem.

QBR (QB43R QB49R QB50R QB55R QB65R QB75R QB85R QB98R)
QER (QE82R)

QMR (QM32R QM43R QM49R QM50R QM55R QM65R QM75R QM85R)
QMR-T (QM32R-T QM43R-T QM55R-T)

Atkariba no izstradajuma ta krasa un izskats var atskirties, un veiktspgjas uzlaboSanas nolikos
rokasgramatas saturs var tikt mainits bez ieprieksgja bridinajuma.

Modelu QBR (iznemot QB98R), QM32R un QER ieteicamais lietoSanas ilgums ir ne vairak ka
16 stundas diena.

Jaizstradajums tiek lietots ilgak par16 stundam dieng, var tikt anuléta garantija.

Administracijas maksa var tikt pieprasita sadas situacijas:
(a) pécjisu pieprasijuma tiks izsaukts inZenieris, bet netiks konstatéti nekadi izstradajuma
defekti (t.i., ja neesat izlasijis Saja lietotaja rokasgramata sniegto informaciju);

(b) jus aizvedisiet televizoru uz remonta centru, kura netiks konstatéti nekadi izstradajuma
defekti (t.i., ja neesat izlasijis Saja lietotaja rokasgramata sniegto informaciju).

Jus tiksiet informeéts par administracijas maksas apjomu pirms tehniska darbinieka vizites.

© Samsung

Uznemumam Samsung pieder autortiesibas uz $o rokasgramatu. Sis rokasgramatas daléja vai pilniga izmanto3ana vai reprodukcija bez uznémuma Samsung atlaujas ir aizliegta. Precu zimes, kas nepieder uznémumam Samsung, ir
to atbilstoSo Tpasnieku precu zimes.
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1. nodala

Sagatavosana

A

Ja kada no izstradajuma
sastavdalam trikst, sazinieties ar
ta pardevéju.

Sastavdalu izskats var atSkirties no
attélos redzamajam sastavdalam.

Stativs nav ieklauts izstradajuma
komplektacija. Lai uzstaditu stativu,
varat iegadaties to atseviski.

RS232C adapteri varizmantot, lai
pievienotu citu monitoru, lietojot
D-SUB (9 kontaktu) tipa RS232C
kabeli.
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Sastavdalu parbaude

—

Garantijas karte

~

=)

Atras uzstadisanas pamaciba (nav pieejams dazas atrasanas Normativa dokumentacija Stravas vads
vietas)
L7
|
=Y
Baterijas (AAA x 2) KABELU TURETAJS
(nav pieejams dazas atradanas Talvadibas pults RS232C adapteris (Atbalstitie modeli: Q*65R,
vietas) Q*75R, Q*85R, QB98R, QE82R)

Q-

Turétaja gredzens x 4
(Atbalstitie modeli: Q*43R,
Q*49R, Q*50R, Q*55R, Q*65R,
Q*75R, QM43R-T, QM55R-T)

TOUCH OUT kabelis x 2
(Atbalstitie modeli: QMR-T)




Detalas

QM32R/Q*43R/Q*49R/Q*50R/Q*55R/
Q*65R/Q*75R/Q*85R/QE82R/QM32R-T/

QM43R-T/QM55R-T

Talvadibas pults sensors

4 Detalu krasa un forma var atskirties no attélos redzamas. Lai uzlabotu izstradajuma kvalitati, ta specifikacijas
var tikt mainitas bez iepriek$eja pazinojuma.

Detalas Apraksts

Lai veiktu atbilstoSo funkciju, nospiediet talvadibas pults pogu, pavérsot pulti

o izstradajuma priekSpusé esosa sensora virziena.
Talvadibas pultssensors | , L y o S ) ) )
¢ Citu displejaieriCu izmanto$ana viena telpa ar Si izstradajuma talvadibas pulti var

izraisit netisu paréjo displeja ieri¢u vadibu.

W

leslégdanas/izslégsanas

leslédz vai izslédz izstradajumu.
poga

- J

leslégSanas/izslégSanas poga

Stravas padeves indikators
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Skalrunis

POWER

Izmantojiet talvadibas pulti 2,5 m lidz 4 m attaluma un 30° lenki pa kreisi un pa labi no izstradajuma sensora.

& Lai uzlabotu IS uztvéréja darbibu, pievienojiet portam IR IN aré&jo IS kabeli (nopérkams atseviski).



QBQSR 4 Detalu krasa un forma var atskirties no attélos redzamas. Lai uzlabotu izstradajuma kvalitati, ta specifikacijas
var tikt mainitas bez iepriek$eja pazinojuma.

Detalas Apraksts
‘ POWER ‘ ‘ON/OFF‘ Logotipa etikete Nevelciet logotipa etiketi ar speku. Logotips var tikt norauts vai nolauzts.
U [} - Lai veiktu funkciju, nospiediet talvadibas pults pogu, pavérsot pulti izstradajuma
° ‘ \ @) O priekSpuses apaksdalas virziena. Talvadibas pults sensors atrodas izstradajuma
— = = apakidala.

¢ Citu displeja ieri¢u izmanto$ana viena telpa ar St izstradajuma talvadibas pulti var
Skalrunis izraisit netiSu paréjo displeja iericu vadibu.

Talvadibas pults sensors

Lai izmantotu talvadibas/ekologisko sensoru, brdamajai
ieslégSanas/izslégsanas pogai irjabat izbiditai uz aru no
izstradajuma apaksejas dalas.

Logotipa etikete

i lesleégSanas/izslégsanas

Talvadibas pults sensors & leslegSanas/ poga
izslegSanas poga

Lai izmantotu ieslégSanas/izslegsanas pogu, bidamajai
ieslégSanas/izslegSanas pogai nav jabut izbiditai uz aru no
izstradajuma apaksgjas dalas.

Izmantojiet talvadibas pulti 7 m lidz 10 m attaluma un 30° lenki pa kreisi un pa labi no izstradajuma sensora.

¢ Laiuzlabotu IS uztveréja darbibu, pievienojiet portam IR IN aréjo IS kabeli (nopérkams atseviski).



PretnozagSanas slédzene

4
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PretnozagSanas sledzene lauj drosi izmantot So izstradajumu ari publiskas vietas.

Blokesanas ierices forma un blokésanas metode var atSkirties atkariba no razotaja. Detalizétai informacijai skatiet pretnozagSanas ierices komplektacija ieklauto lietotaja rokasgramatu.
Talak redzamie attéli ir paredzéti tikai uzzinai. Situacijas reélaja dzivé var atskirties no attélos redzamajam.

Atbalstitais modelis: QB98R

Lai blokétu pretnozagSanas ierici:

4 A
(D)
N

\ J

1 Piestipriniet pretnozagsanas ierices kabeli pie kada smaga objekta, pieméram, galda.

2 lzvelciet otra kabela galu cauri ta otra gala esosajai cilpai.

3 levietojiet blokéSanas ierici pretnozagSanas slédzenes slota, kas atrodas izstradajuma aizmugureé.
4 Noblokéjiet blokésanas ierici.

- Pretnozagsanas ierici var iegadaties atseviski.
- Detalizétai informacijai skatiet pretnozag3anas ierices komplektacija ieklauto lietotaja rokasgramatu.
— Pretnozags$anas ierices var iegadaties pie elektronikas pre¢u mazumtirgotajiem vai tieSsaisteé.



Porti

Q*43R/Q*49R/Q*50R/Q*55R/Q*65R/
Q*75R/Q*85R/QE82R

@ Detalu krasa un forma var atskirties no attélos redzamas. Lai uzlabotu
izstradajuma kvalitati, ta specifikacijas var tikt mainitas bez iepriekségja
pazinojuma.

QB43R/QB49R/QB50R/  QE82R QM43R/QM49R / QM50R /
QB55R/QB65R/QB75R / QM55R /QM65R / QM75R /
QB85R QMB5R

( N ( N )

Pieslegvieta

Apraksts

USB1e<+(1.0A)

Savieno ar USB atminas ierici.

4 Izstradajuma USB portu pienemamais maksimalais pastavigas stravas
spriegums ir1,0A. Ja maksimala véertiba tiek parsniegta, USB portivar
nedarboties.

Veido savienojumu ar MDC un internetu, izmantojot LAN kabeli. (10/100 Mbps)

RJ45 ¢ Savienojuma izveidei izmantojiet Cat 7 (*STP tipa) kabeli.
*Shielded Twist Pair.
RS232CIN MDC pievieno$anai, izmantojot RS232C adapteri.

DVI/MAGICINFO IN

USBT = USB1 <~ USB1 <~
(1.0A) (1.0A) (1.0A)

DVIIN

DVI IN: Avota ierices pievienoSanai, izmantojot DVI kabeli vai HDMI-DVI kabeli.
MAGICINFO IN: savieno ar tikla pierici, izmantojot DP-DVI kabeli, lai lietotu
Magicinfo.

HDMI IN 1 (ARC)

HDMIIN 2

Avota ierices pievieno$anai, izmantojot HDMI kabeli vai HDMI-DVI kabeli.

RJ45 RJ45 RJ45

RS232C RS232C RS232C
o N o N o N

r DVI/HDMI

USB 2(0.5A)

HDMIIN 2 (DAISY CHAIN IN)

e Avota ierices pievieno$anai, izmantojot HDMI kabeli vai HDMI-DVI kabeli.
e Savieno arcitu izstradajumu, izmantojot HDMI kabeli.

DPIN (DAISY CHAIN IN)

Savieno ar datoru, izmantojot DP kabeli.

e L=

HDMI OUT (DAISY CHAIN OUT)

Savieno ar citu izstraddjumu, izmantojot HDMI kabeli.

o CEmDe

v/ DvI/
MAGINFOIN DVIIN MAGIINFOIN K

HDMIINT HDMI IN1 HDMIINT
(ARC) (ARC) (ARC)

HDMI IN 2

@ HDMIINZ m‘ HDMIINZ @ (OASYCHANIN

. J U J

DPIN

(OASYCHANIN

HDMI OUT

DAt RO

S

USB 2(0.5A)

Savieno ar USB atminas ierici.

& Izstradajuma USB portu pienemamais maksimalais pastavigas stravas
spriegums ir 0,5A. Ja maksimala vértiba tiek parsniegta, USB portivar
nedarboties.

DVI/HDMIAUDIO IN

Uztver skanu no avota ierices, izmantojot audio kabeli.

AUDIO OUT Izvada skanu uz audio ierici, izmantojot audio kabeli.
IRIN Savieno ar aréjo IS kabeli, kas sanem signalus no talvadibas pults.
RS232COUT MDC pievienoSanai, izmantojot R5232C adapteri.




QM32R

4 Detalu krasa un forma var atskirties no attélos redzamas. Lai uzlabotu
izstradajuma kvalitati, ta specifikacijas var tikt mainitas bez iepriek$éja
pazinojuma.

USB1-&~
(1.0A)
( AUDIO ou

HDMIIN1
(ARC)
USB 2(0.5A)
=

RS232C
ouT

- )

RS232C
o IN
HDMIIN 2
(DAISY CHAININ)
DPIN
(DAISY CHAININ)
HDMIOUT
(DAISY CHANOUT)

~——

Pieslégvieta

Apraksts

USB1<+(1.0A)

Savieno ar USB atminas ierici.

& Izstradajuma USB portu pienemamais maksimalais pastavigas stravas
spriegums ir1,0A. Ja maksimala vértiba tiek parsniegta, USB porti var
nedarboties.

HDMIIN1 (ARC)

Avota ierices pievieno$anai, izmantojot HDMI kabeli vai HDMI-DVI kabeli.

Veido savienojumu ar MDC un internetu, izmantojot LAN kabeli. (10/100 Mbps)

RJ45 & Savienojuma izveidei izmantojiet Cat 7 (*STP tipa) kabeli.
*Shielded Twist Pair.
RS232CIN MDC pievienoSanai, izmantojot R5232C adapteri.

HDMI IN 2 (DAISY CHAIN IN)

e Avota ierices pievienosanai, izmantojot HDMI kabeli vai HDMI-DVI kabeli.
e Savieno ar citu izstradajumu, izmantojot HDMI kabeli.

DPIN (DAISY CHAIN IN)

Savieno ar datoru, izmantojot DP kabeli.

HDMI OUT (DAISY CHAIN OUT)

Savieno ar citu izstradajumu, izmantojot HDMI kabeli.

Savieno ar USB atminas ierici.

& |zstradajuma USB portu pienemamais maksimalais pastavigas stravas

USB 2(0.5A)
spriegums ir 0,5A. Ja maksimala vértiba tiek parsniegta, USB portivar
nedarboties.

AUDIO OUT Izvada skanu uz audio ierici, izmantojot audio kabeli.

IRIN Savieno ar argjo IS kabeli, kas sanem signalus no talvadibas pults.

RS232C OUT MDC pievienoSanai, izmantojot R5232C adapteri.




QB98R

4 Detalu krasa un forma var atskirties no attélos redzamas. Lai uzlabotu
izstradajuma kvalitati, ta specifikacijas var tikt mainitas bez iepriek$éja
pazinojuma.

( ) — =
RU45
USBT -+
(1.0A)
o / \
v/
MAGIINFOIN
o
RS232C
o N
USB 2(0.5A) AUDIOOUT IRIN
RS232C
DVI/HDMI
o AUDIOIN \ j
HDMIIN1T
(ARO)
HDMIIN 2
DASYCHAN )
DPIN
DASYCHAN )
HDMI OUT
DASYCHANOLT
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Pieslégvieta

Apraksts

Veido savienojumu ar MDC un internetu, izmantojot LAN kabeli. (10/100 Mbps)

RJ45 & Savienojuma izveidei izmantojiet Cat 7 (*STP tipa) kabeli.
*Shielded Twist Pair.
Savieno ar USB atminas ierici.
USB1 e<(1.0A) & |zstradajuma USB portu pienemamais maksimalais pastavigas stravas

spriegums ir1,0A. Ja maksimala vértiba tiek parsniegta, USB porti var
nedarboties.

DVI/MAGICINFO IN

DVI IN: Avota ierices pievienosanai, izmantojot DVI kabeli vai HDMI-DVI kabeli.
MAGICINFO IN: savieno ar tikla pierici, izmantojot DP-DVI kabeli, lai lietotu
Magicinfo.

RS232CIN

MDC pievienoSanai, izmantojot R5232C adapteri.

RS232COUT

MDC pievienoSanai, izmantojot R5232C adapteri.

DVI/HDMIAUDIO IN

Uztver skanu no avota ierices, izmantojot audio kabeli.

HDMIIN1(ARC)

Avota ierices pievieno$anai, izmantojot HDMI kabeli vai HDMI-DVI kabeli.

HDMI IN 2 (DAISY CHAIN IN)

e Avota ierices pievienoSanai, izmantojot HDMI kabeli vai HDMI-DVI kabeli.
e Savieno arcitu izstradajumu, izmantojot HDMI kabeli.

DPIN (DAISY CHAIN IN)

Savieno ar datoru, izmantojot DP kabeli.

HDMI OUT (DAISY CHAIN OUT)

Savieno ar citu izstradajumu, izmantojot HDMI kabeli.

Savieno ar USB atminas ierici.

4 Izstradajuma USB portu pienemamais maksimalais pastavigas stravas

USB 2(0.5A) } . e e e e X
spriegums ir 0,5A. Ja maksimala vertiba tiek parsniegta, USB porti var
nedarboties.

AUDIO OUT Izvada skanu uz audio ierici, izmantojot audio kabeli.

IRIN Savieno ar aréjo IS kabeli, kas sanem signalus no talvadibas pults.




Q M32R-T Pieslégvieta Apraksts

4 Detalu krasa un forma var atskirties no attélos redzamas. Lai uzlabotu Izmanto USB atminas ierices vai TOUCH OUT kabela pievienoSanai.
|zstradgjuma kvalitati, ta specifikacijas var tikt mainitas bez iepriekséja USB1 +2(1.0A) & \zstradajuma USB portu pienemamais maksimalais pastavigas stravas
pazinojuma. :

spriegums ir1,0A. Ja maksimala vértiba tiek parsniegta, USB porti var
nedarboties.

HDMIINT (AR Avota ier ievieno3anai, i tojot HDMI kabeli vai HDMI-DVI kabeli.
usB1-<- II] m (ARC) vota ierices pievienoSanai, izmantojo abelivai abeli

Veido savienojumu ar MDC un internetu, izmantojot LAN kabeli. (10/100 Mbps)
@ R0 *Shielded Twist Pair.

RS232CIN MDC pievienoSanai, izmantojot R5232C adapteri.

RJ45 & Savienojuma izveidei izmantojiet Cat 7 (*STP tipa) kabeli.
RJ45

e Avota ierices pievienosanai, izmantojot HDMI kabeli vai HDMI-DVI kabeli.
e Savieno ar citu izstradajumu, izmantojot HDMI kabeli.

HDMI IN 2 (DAISY CHAIN IN)

( 3\
3 DPIN (DAISY CHAIN IN) Savieno ar datoru, izmantojot DP kabeli.
—— HDMI OUT (DAISY CHAIN OUT) Savieno ar citu izstradajumu, izmantojot HDMI kabeli.
o Rszs2C - ° Izmanto USB atminas ierices vai TOUCH OUT kabela pievieno$anai.
USB 2(0.5A) & |zstradajuma USB portu pienemamais maksimalais pastavigas stravas
ﬂ HomN2 spriegum.s ir 0,5A. Ja maksimala vertiba tiek parsniegta, USB portivar
L ) nedarboties.
AUDIO OUT Izvada skanu uz audio ierici, izmantojot audio kabeli.
ﬂ . IRIN Savieno ar argjo IS kabeli, kas sanem signalus no talvadibas pults.
RS232C OUT MDC pievienoSanai, izmantojot R5232C adapteri.
TOUCH OUT SCREEN Pievienojiet izstradajumu USB portam, lai izmantotu skariena funkciju.
ﬁ B TOUCH OUTPC Izmanto savienojuma izveidei ar datora USB portu, lai izmantotu skarienfunkciju.

~——



QM43R-T/QM55R-T

@ Detalu krasa un forma var atskirties no attélos redzamas. Lai uzlabotu
izstradajuma kvalitati, ta specifikacijas var tikt mainitas bez iepriekséja
pazinojuma.

( N (

USB1 &+
(1.0A)

'TOUCH OUT 'TOUCH OUT|
SCREEN PC

RS232C
o IN
' A
n o
o USB2(0.5A)
Dvi/HDMI L AUDIO OUT
AUDIO IN
DVI/ (I—
MAGICINFOIN
o (o]
o
\ J
HDMIIN1
(ARC)
HDMIIN2
(DAISYCHANIN)
DPIN
(DAISYCHANIN)
HDMIOUT
(DASYCHANOUT

Pieslegvieta Apraksts
Izmanto USB atminas ierices vai TOUCH OUT kabela pievieno$anai.
USB1 e&+(1.0A) 4 Izstradajuma USB portu pienemamais maksimalais pastavigas stravas

spriegums ir1,0A. Ja maksimala véertiba tiek parsniegta, USB portivar
nedarboties.

Veido savienojumu ar MDC un internetu, izmantojot LAN kabeli. (10/100 Mbps)

RJ45 ¢ Savienojuma izveidei izmantojiet Cat 7 (*STP tipa) kabeli.
*Shielded Twist Pair.
RS232CIN MDC pievieno$anai, izmantojot RS232C adapteri.

DVI/MAGICINFOIN

DVI IN: Avota ierices pievienoSanai, izmantojot DVI kabeli vai HDMI-DVI kabeli.
MAGICINFO IN: savieno ar tikla pierici, izmantojot DP-DVI kabeli, lai lietotu
Magicinfo.

HDMIIN 1 (ARC)

Avota ierices pievienoS$anai, izmantojot HDMI kabeli vai HDMI-DVI kabeli.

HDMI IN 2 (DAISY CHAIN IN)

e Avota ierices pievienoSanai, izmantojot HDMI kabeli vai HDMI-DVI kabeli.
e Savieno arcitu izstradajumu, izmantojot HDMI kabeli.

DPIN (DAISY CHAIN IN)

Savieno ar datoru, izmantojot DP kabeli.

HDMI OUT (DAISY CHAIN OUT)

Savieno ar citu izstradajumu, izmantojot HDMI kabeli.

USB 2(0.5A)

Izmanto USB atminas ierices vai TOUCH OUT kabela pievieno$anai.

& |zstradajuma USB portu pienemamais maksimalais pastavigas stravas
spriegums ir 0,5A. Ja maksimala vertiba tiek parsniegta, USB portivar
nedarboties.

DVI/HDMIAUDIO IN

Uztver skanu no avota ierices, izmantojot audio kabeli.

AUDIO OUT Izvada skanu uz audio ierici, izmantojot audio kabeli.

IRIN Savieno ar aréjo IS kabeli, kas sanem signalus no talvadibas pults.

RS232C OUT MDC pievienoSanai, izmantojot R5232C adapteri.

TOUCH OUT SCREEN Pievienojiet izstraddajumu USB portam, lai izmantotu skariena funkciju.

TOUCH OUTPC Izmanto savienojuma izveidei ar datora USB portu, lai izmantotu skarienfunkciju.




Vadibas izvélne

4
& Nospierot uz izstradajuma iesléganas/izslégéanas pogu, kad
izstradajums irieslégts, tiek paradita vadibas izvélne.

Power off Source

|;| Press: Move m Press & Hold: Select

leslegsanas/izsleégsanas poga (M) atrodas izstradajuma apakidala.

PriekSmeti

Apraksts

@ Power off

Izslédziet izstradajumu.

e Kad tiek paradits vadibas izvélnes ekrans, isi nospiediet ieslégSanas/

izslégSanas pogu, lai parvietotu kursoru uz ©) Power off, un péc tam nospiediet
ieslégSanas/izsleégsanas pogu un turiet, lai izslégtu izstradajumu.

@ Source

Izvélieties pievienoto ievades avotu.

e Kad tiek paradits vadibas izvélnes ekrans, isi nospiediet ieslégSanas/
izslégSanas pogu, lai parvietotu kursoru uz =3 Source, un péc tam nospiediet
ieslégSanas/izslegSanas pogu un turiet, lai paraditu ievades avota ekranu.

e Kad tiek paradits ievades avota ekrans, nospiediet ieslégSanas/izslégsanas
pogu un turiet, lai parslégtos uz vélamo ievades avotu.

VA
4

leslegSanas/izslégsanas pogu var izmantot tikai funkcijam Power off un Source.

Lai izietu no vadibas izvélnes ekrana, uzgaidiet vismaz 3 sekundes, nenospiezot ieslégsanas/izslégsanas pogu.



Administratoraizvelne Pogas

Apraksts

\

Pielagojiet opciju Volume.

e Administratora izvélné atlasiet *) Volume.

Atveriet ekranu Home.

e Administratora izvélné atlasiet @ Home.

Atveriet OSD izvelni.
Lai mainitu iestatijumus, izvélieties izvélnes elementu.

e Administratora izvélné atlasiet =) Menu.

Izvélieties pievienoto ievades avotu.

Izvélieties ievades avotu no paradito ievades avotu saraksta.

e Administratora izvélné atlasiet =) Source.

(Atbalstitie modeli: QMR-T) +) Volume
3 . . — N - = - — . y
4 Ples_ke}rotles e.k.ranam un.tu_rot, kad izstradajums irieslégts, tiek @ Home
paradita administratora izvélne.
¢ Jaskarienekrana vadiba nav pieejama, izmantojiet talvadibas pulti,
lai atvértu System - Touch Control - Touch Control un ekranizvélné p
izvélieties On. @ Menu
¢ Jaadministratora izvélne nav redzama, izmantojiet talvadibas pulti, lai
atvértu System - Touch Control - Admin Menu Lock un ekranizvélné
izvelieties Off. b
& Siizvélne netiek paradita, ja pievienotaja datora tiek izmantots @ Source
skarienrezims.
Power

\&

Izslédziet izstradajumu.

e Administratora izvélné atlasiet ©) Power.

/ / / / /
e mm 5 O
Volume Home Menu Source Power
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DrosSibas pasakumi darba ar paneli

@ Krasas un izskats var atskirties atkariba no modela.

Nenovietojiet izstradajumu vertikala pozicija ka noradits attéla.
Panelis ir trausls un var tikt sabojats.

Novietojiet izstradajumu gulus pozicija ka noradits attéla. (Par
0 pamatu varizmantot ta iesainojumu)

& Atbalstitie modeli: 85 collas vai vairak

Parliecinieties, ka izstradajuma parvietoSanas laika izmantojat ta

-~ aizmuguréja dala esoSos rokturus.
=
2‘-/1\ =) ¢ Atbalstitie modeli: 85 collas vai vairak

Neturiet un nesatveriet izstradajumu zonas, kas atrodas tuvak neka
15 mm attaluma no ta prieksejas dalas.




Pirms izstradajuma uzstadisanas
(Uzstadisanas rokasgramata)

Ventilacija
& Sikakai informacijai sazinieties ar Samsung klientu apkalpoganas centru.

Uzstadisana pie perpendikularas sienas

Lai izvairTtos no savainojumiem, Sai iericei ir jabat stingri piestiprinatai pie gridas/sienas

atbilstosi uzstadisanas instrukcijam.

e Parlpéjieties, lai sienas montazas komplektu uzstaditu pieredzéjusi uzstadisanas
specialisti.

e Pretéja gadijuma tas var nokrist, radot traumas.

e Parliecinieties, lai tiek uzstadits pareizais sienas montazas komplekts.

Slipuma lenkis un sagrieSana

¢ Sikakai informacijai sazinieties ar Samsung klientu apkalpo$anas centru.
e Izstradajumu var saliekt maksimums 15° lenki attieciba pret perpendikuléri esoSu sienas
virsmu.

e Lailietotu izstradajumu portreta rezima, pagrieziet to pulkstenraditaju kustibas virzieng,
lidz stravas indikators (A vai B) ir novietots ta, ka paradits zemak esoSajos attélos.

@ Neuzstadiet S0 modeli pie griestiem, uz gridas vai galda.

A\ %f\ %2\

A Minimalais attalums 40 mm
B Apkartéjas vides temperatira: lidz 35 °C

& Uzstadot izstradajumu pie perpendikularas sienas, ventilacijas nolika
atstajiet starp izstradajumu un sienu vismaz 40 mm platu spraugu, ka
arinodrosSiniet, lai apkartéjas vides temperatdra neparsniegtu 35 °C.

UzstadiSana pie nelidzenas sienas

A Minimalais attalums 40 mm
B Minimalais attalums 70 mm %
C Minimalais attalums 50 mm
D Minimalais attalums 50 mm

E Apkartéjas vides temperatdra: lidz 35 °C

OV

& Uzstadot izstradajumu pie nelidzenas sienas,
ventilacijas noldka atstajiet starp izstradajumu
un sienas virsmu vismaz nelielu spraugu, un

[wwk ¥

nodroSiniet, lai apkartéjas vides temperatira /
neparsniedz 35 °C. %

Be

=1
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Sienas montazas komplekta Sagatavosanas sienas montazas komplekta uzstadisanai

aATE Lai uzstaditu cita razotaja sienas montazas komplektu, izmantojiet turétaja gredzenu.
uzstadisana 2 J P et turétaja g
¢ Modelu QM32R-T, QB85R, QM85R un 82 collu modelu komplektacija nav turétaja gredzena (A).

Sienas montazas komplekta uzstadiSana

e Sienas montazas komplekts (nopérkams atseviski) lauj izstradajumu piestiprinat pie sienas.

e Pievienotais attéls ir paredzéts tikai uzzinai. PlaSaku informaciju par sienas montazas komplekta uzstadisanu
skatiet ta komplektacija ieklautajas instrukcijas.

e Uzstadot sienas montazas komplekta balsteni, ieteicams izmantot pieredzéjusa specialista palidzibu.

e Samsung neuznemas atbildibu parjebkada veida izstradajuma bojajumiem vai savainojumiem, kas rodas jums
vai citiem, ja sienas montazas komplekta uzstadisanu veicat pasrocigi.




Sienas montazas kom ple kta SpeCifikéCijaS . Sam;upgi sienas montazas komplektos irieklauta detalizéta uzstadisanas rokasgramata un visas uzstadisanai
nepiecieSamas detalas.
(VESA) ¢ Neizmantojiet skrlves, kas ir garakas neka standarta garums vai neatbilst VESA standarta skrivju

. specifikacijam. Skraves, kas ir par garu, var sabojat izstradajuma iekSpusi.
@ Sienas montazas komplektu uzstadiet uz stabilas sienas perpendikulari

gridai. Lai izstradajumu uzstaditu vieta pie sienas, sazinieties ar tuvako e Sienas montazas komplektiem, kas neatbilst VESA standarta skrivju specifikacijam, skrivju garums var

atskirties atkariba no sienas montazas komplekta specifikacijam.

agentdru.
Ja uzstadisit izstradajumu pie slipas sienas, tas var nokrist un radit e Nepievelciet skrives parak stingri. Tadéjadi var sabojat izstradajumu vai ari tas var nokrist un izraisit
nopietnus savainojumus ' savainojumus. Uznémums Samsung neuznemas atbildibu par $ddiem negadijumiem.

e Uznémums Samsung neuznemas atbildibu parizstradajuma bojajumiem vai savainojumiem, kas radusies, ja
ticis izmantots sienas montazas komplekts, kas nav VESA raZojums, vai ja lietotajs nav ievérojis izstradajuma
uzstadisanas instrukcijas.

e Neuzstadiet izstradajumu slipuma, kas parsniedz 15 gradus.

e Izstradajuma piestiprinasanu pie sienas vienmér veiciet vismaz divata. (82 collu vai lielakiem modeliem
nepiecieSami Cetri vai vairaki cilvéki.)

e Sienas montazas komplektu standarta izméri ir noraditi talak tabula.

Modela nosaukums VESA SkI;UVJU caurumu Izmer | standarta skriive|  Daudzums
’ (A*B) milimetros
QB43R/ QB49R / QB50R /
QB55R / QM32R / QM43R /
QM49R / QM50R / QM55R / 2002200
QM32R-T/ QM43R-T/ QM55R-T
QB65R / QB75R / QM65R / M8 4
QM75R 400 x 400
QB85R / QM85R / QE82R 600 x 400
QB9S8R 900 x 600

¢ Neuzstadiet sienas montazas komplektu, ja izstradajums ir ieslégts. Tas var izraisit elektroSoku ka rezultata var
rasties savainojumi.



2. nodala

Skarienekrana monitora lietosana (Atbalstitie modeli: QMR-T)

Skarienekrana monitors

Parvaldiet datoru, pieskaroties ekranam, nevis izmantojot ievades ierici, pieméram, tastatdru
vai peli. Skarienekrans darbojas, nosakot nelielu elektrisko stravu, kas plast caur jasu kermeni
(kapacitativa strava). Pieskaroties ekranam, izmantojiet pirkstgala virsmu.

Pirms izstradajuma lietosanas izlasiet So informaciju

e EsietipaSi piesardzigs, lai ekranam nepieskartos elektriskas vielas. Statiskas elektribas
iedarbiba ekrans var nedarboties pareizi.

e Nespiediet ar pirkstu stipri uz skarienekrana. Nepieskarieties ekranam ar asiem
priekSmetiem. Ekrans var tikt sabojats.

e Nepieskarieties ekranam, ja rokas ir cimdi, ja pirksts ir netirs vai izmantojot kaut ko asu,
pieméram, nagu vai pildspalvu. Ekrans var nedarboties pareizi.

e Esietipasi piesardzigs, lai ekrans nenonaktu saskaré ar mitrumu. Skariensensors var
nedarboties pareizi.

e Nekustiga attéla ilgstosSa radisana ekrana var radit pécattélus (ekrana degradaciju) vai
krasas izmainas. Izsledziet ekranu, kad tas netiek lietots.

Savienojuma izveide ar skarienparklaju

V4 Skarienfunkcijas tiek atbalstitas tikai OSD un administratora izvélné.

Savienojiet TOUCH OUT kabeli ar TOUCH OUT SCREEN un izstradajuma USB 1 ¢&>(1.0A) vai USB
2(0.5A) portu.

USB 1¢<+(1.0A), USB 2(0.5A)

TOUCH OUT SCREEN -

(=] ==B




Savienojuma izveide ar skarienekrana
monitoru

¢ Pievieno3anas detalas var atSkirties atkariba no izstradajuma.

Datora pievienoSana

1 Savienojiet datoru arizstradajumu, izmantojot HDMI vai HDMI-DVI kabeli.

lericu savienoS$ana, izmantojot HDMI kabeli

HDMI IN

leriCu savienoS$ana, izmantojot HDMI-DVI kabeli

=

HDMI IN

)
Y

'
LS

Pievienojiet izstradajuma stravas vadu stravas kontaktligzdai.

Kad ir nodrosinata elektroenergijas padeve, izstradajums automatiski nosaka un parslédzas
uz pievienoto ievades avotu.

& Jaekrans irtukss, izslédziet un vélreiz ieslédziet izstradajumu.

4 Savienojiet izstradajuma TOUCH OUT PC portu ar datora USB portu, izmantojot TOUCH OUT
kabeli.

TOUCH OUT PC

[=] =

Savienojuma izveide ar klepjdatoru vai plansetdatoru

Klépjdatoru vai planSetdatoru Sim izstradajumam var pievienot, izmantojot tadu pasu metodi,
ka pievienojot galddatoru.
& Ja pécieritu savieno$anas nav pieejama skarienekrana vadiba

— Pirms TOUCH OUT kabela pievienoSanas parliecinieties, vai ir pievienots HDMI vai HDMI-
DVI kabelis.

- Japéc pareizas kabelu pievienoSanas skarienekrana vadiba joprojam nav pieejama,
atvienojiet TOUCH OUT kabeli un péc tam pievienojiet to vélreiz.
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Skarienekrana monitora iestatijumu konfigurésana

Lai pareizi izmantotu izstradajuma skarienfunkciju operétajsistéma Windows, atveriet PlanSetdatora iestatijumi un kalibréjiet izstradajumu.

> . v . - . — v . . .. - . — .
@ Pirms So iestatijumu konfigurésanas pievienojiet skarienekrana monitoru.

¢ Maksimalais vienlaicigi pievienojamo skarienekranu monitoru skaits atskiras atkariba no operétajsistémas un grafikas kartes iestatijumiem.

& Jaizvélné Vadibas panelis iespéja PlanSetdatora iestatijumi nav pieejama, mekl&jiet iespé&ju Plansetdatora iestatijumi, izmantojot Meklét vadibas paneli.
VA

Jaizstradajums tiek lietots vairaku ekranu konfiguracija, parliecinieties, vai QMR-T ir iestatits ka galvenais displejs.

Kalibrésana

? Talak sniegtie noradijumi attiecas uz operétajsistému Windows 8. Operétajsistemam

Windows 7, Windows 8 un Windows 10 tiek izmantota vienada metode.

& P&c Picture Size nomainas ekrana displeja izvélnée var bat vajadzigs no jauna kalibrét attela
jestatijumus.

& Jakalibrédanas laika rodas kluda, atveriet izvélni PlanSetdatora iestatijumi. Cilné Displejs
pieskarieties pie Atiestatit un atkartojiet kalibrésanu.

1 Cilné Displejs zem iespéjas Konfigurét izvélieties lestatisana.

Display | Other

Configure
Configure your pen and touch
displays. ®5e1up...

Display options

Display: 1. SMS24B750H vl
Details: Limited Touch Support
&) Calibrate... ) Reset...

Choose the order in which your screen rotates.
Go to Orientation

. sy

2 Pieskarieties ar pirkstu izstradajuma paraditajai lapai.

# Duala monitora rezima: ja izstradajuma netiek paradita $ada lapa, nospiediet taustinu

Enter, lai paraditu lapu.

Touch this screen to identity it as the touchscreen.

If this is not the Tablet PC screen, press Enter to move to the next screen. To close the tool, press Esc.
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3 Izvélné Displejs zem iespéjas Displeja opcijas izvélieties izstradajumu. Péc tam izvélieties 5 Kad kalibréSana ir pabeigta, tiek paradits pazinojums Vai vélaties saglabat kalibrésanas
Kalibrét. datus? Izvélieties Ja.

Display | Other

Configure
Configure your pen and touch
displays. @Selup...

Display options

Do you want to save the calibration data?

Display: 1. SMS24B750H v ‘

Details: Limited Touch Support

Choose the order in which your screen rotates. 6 Skérienekréna monitors irVeikSngi ka“bréts

Go to Orientation

& 1zvéloties Atiestatit, kalibrésanas dati tiks nonemti.

Display | Other

Configure

Configure your pen and touch @Se{up..‘

4 Veiciet kalibrésanu, izpildot ekrdna redzamos noradijumus, kas tiek paraditi ka $aja attéla. displays.
Display options

Display: 1. SMS24B750H v

Details: Limited Touch Support

calibrate.. | | FReset..

Choose the arder in which your screen rotates.
Go to Orientation

To provide calibration samples, tap the crosshair each
time that it appears on the screen.

Right-click anywhere on the screen to return to the
last calibration point. Press the Esc button to close
the tool. Do not change your screen orientation until
you have completed the calibration process.

2



3. nodala

Specifikacijas

Visparigi

Modela nosaukums

QM32R / QM32R-T

QB43R /QM43R / QM43R-T

QB49R / QM49R

QB50R /QM50R

Izmérs

32 collu klase (31,5 collas / 80,1 cm)

43 collu klase (42,5 collas /1079 cm)

49 collu klase (48,5 collas /123,2 cm)

50 collu klase (49,5 collas /125,7 cm)

Panelis

Displeja laukums

698,4 mm (H) x 392,85 mm (V)

941,184 mm (H) x 529,416 mm (V)

1073,78 mm (H) x 604,0 mm (V)

1095,84 mm (H) x 616,41 mm (V)

Modela nosaukums

QB55R / QM55R / QM55R-T

QB65R / QM65R

QB75R / QM75R

lzmeérs

55 collu klase (54,6 collas /138,7 cm)

65 collu klase (64,5 collas /163,9 cm)

75 collu klase (74,5 collas /189,3 cm)

Panelis

Displeja laukums

1209,6 mm (H) x 680,4 mm (V)

1428,48 mm (H) x 803,52 mm (V)

1650,24 mm (H) x 928,26 mm (V)

Modela nosaukums

QB85R /QM85R

QB98R

QE82R

lzmérs

85 collu klase (84,5 collas / 214,7 cm)

98 collu klase (97,5 collas / 2477 cm)

82 collu klase (81,5 collas / 2071 cm)

Panelis
Displeja laukums

1872,0 mm (H) x1053,0 mm (V)

2158,848 mm (H) x1214,352 mm (V)

1805,76 mm (H) x1015,74 mm (V)




Modela nosaukums

QM32R / QM32R-T

QB43R /QB49R / QB50R / QB55R / QB65R
/ QB75R / QE82R / QB85R

QB98R / QM43R / QM49R / QM50R /
QM55R / QM65R / QM75R / QM43R-T/
QM55R-T/QM85R

Iz8kirtspéja

Optimala
iz8kirtspéja

Maksimala
izSkirtspéja

3840 x 2160 un atsvaidzes intensitate 60 Hz (HDMI)
3840 x 2160 un atsvaidzes intensitate 60 Hz
(DisplayPort)

1920 x 1080 un atsvaidzes intensitate 60 Hz (DVI)
3840 x 2160 un atsvaidzes intensitate 60 Hz (HDMI)

1920 x 1080 un atsvaidzes intensitate 60 Hz (DVI)
3840 x 2160 un atsvaidzes intensitate 60 Hz (HDMI)
3840 x 2160 un atsvaidzes intensitate 60 Hz
(DisplayPort)

Stravas padeve

AC100-240V~ 50/60Hz

Ta ka dazadas valstis standarta spriegums var bt atskirigs, skatiet izstradajuma aizmuguré esoso uzlimi.

Argjas vides
apstakli

Temperatdra: 0 °C — 40 °C (32 °F - 104 °F)

Darbiba * Lai uzstaditu korpusu, iek$éjai temperatirai jabat 40 °C vai zemakai.
Mitrums: 10% — 80%, nekondenséjoss
Temperatdra: -20 °C - 45 °C (-4 °F =113 °F)

Uzglabasana Mitrums: 5% — 95%, nekondenséjoss

* pirms izstrddajuma iepakojuma atvérsanas.

e Plug & Play

So monitoru var uzstadit un izmantot ar jebkuru Plug & Play savietojamu sistému. Divvirzienu datu apmaina starp monitoru un datora sistému optimizé monitora iestatijumus. Monitora
uzstadisana notiek automatiski. Tomér uzstadisanas iestatijumus iespéjams pielagot péc saviem ieskatiem.

e Nemot véra Siizstradajuma razoSanas veidu, paneli apméram 1 pikselis no miljona var izskatities gaisaks vai tumsaks. Tas neietekmé izstradajuma veiktspéju.

e PanelarazoSanas tehnologiju dél optimalai attéla kvalitatei katram Siizstradajuma ekrana izméram var iestatit tikai vienu izSkirtspé&ju. Izmantojot iz8kirtspéju, kas neatbilst noraditajai
izSkirtspéjai, var pasliktinaties attéla kvalitate. Lai izvairitos no $is problémas, ieteicams atlasit noradito izstradajuma optimalo iz8kirtspéju.

e Laiuzzinatu detalizétas ierices specifikacijas, apmekl&jiet Samsung timekla vietni.
e Lai piekldtu EPREL modela registracijai, rikojieties, ka noradits talak. QB43R ~ QB65R / QM43R ~ QM65R / QM43R-T ~ QM55R-T

(1) Atveriet https://eprel.ec.europa.eu

(2)Nolasiet modela identifikatoru no izstradajuma energijas uzlimes un ievadiet to mekléSanas lodzina

(3)Tiek paradita modela energijas uzlimes informacija
* Varat tiesi piekl0t izstradajuma informacijai vietné https://eprel.ec.europa.eu/qr/##### (registracijas nr.)
Registracijas nr. ir pieejams uz izstradajuma nominalu uzlimes.



leprieks iestatiti laika rezimi

Ja no datora tiek parsitit signals, kas atbilst sekojoSajiem standarta signalu rezimiem,

ekrans tiks pielagots automatiski. Ja no datora parsititais signals neatbilst standarta signalu
rezimiem, ekrdns var bat tukgs un stravas indikators var bit ieslégts. Sada gadijuma nomainiet
iestatijumus atbilstoSi sekojoSajai tabulai, ievérojot grafiskas kartes lietoSanas rokasgramatas
noradijumus.

¢ DV ports netiek atbalstits modelos QM32R un QM32R-T.

Horizontala Vertikala Pikselu Sinhronizacijas Pieslégvieta
Iz8kirtspéja frekvence frekvence pulkstenis polaritate
(kHz) (Hz) (MHz) (H/V) DPIN | DVIIN | HDMIIN
VESA DMT, 1440 x 900 55,935 59,887 106,500 -/+ 0 0 0
VESA DMT, 1600 x Y00RB 60,000 60,000 108,000 +/+ 0 6] 6]
VESA DMT, 1680 x 1050 65,290 59,954 146,250 -/+ 0 0 0
VESA DMT, 1920 x 1080 67,500 60,000 148,500 +/+ 0] 0 0
A 200 88,787 59,951 241,500 +/- 0 - 0
CTA-861,720(1440) x 576i 15,625 50,000 27,000 -/- - 6] 0
CTA-861, 720(1440) x 15,734 59940 27000 - 0 0
480i
CTA-861,720 x 576 31,250 50,000 27,000 -/- 0] 6] 0
CTA-861,720 x 480 31,469 59,940 27,000 -/- 0 o] 0
CTA-861,1280 x 720 37,500 50,000 74,250 +/+ 0] 0 0
CTA-861,1280 x 720 45,000 60,000 74,250 +/+ 0 0] 0
CTA-861,1920 x1080i 28125 50,000 74,250 +/+ - o] 0
CTA-861,1920 x 1080i 33,750 60,000 74,250 +/+ - 0 0
CTA-861,1920 x 1080 27,000 24,000 74,250 +/+ - 0] 6]
CTA-861,1920 x 1080 28,125 25,000 74,250 +/+ - o] 0
CTA-861,1920 x 1080 33,750 30,000 74,250 +/+ - 0 0
CTA-861,1920 x 1080 56,250 50,000 148,500 +/+ 0 0] 0]
CTA-861,1920 x 1080 67,500 60,000 148,500 +/+ 0 o] 6]
CTA-861,3840 x 2160 54,000 24,000 297,000 +/+ - - 0
CTA-861,3840 x 2160 56,250 25,000 297,000 +/+ - - 0]
CTA-861,3840 x 2160 67,500 30,000 297,000 +/+ 0 - 6]
CTA-861,3840 x 2160 112,500 50,000 594,000 +/+ 0] - 0
CTA-861,3840 x 2160 135,000 60,000 594,000 +/+ 0 - 0]
CTA-861,4096 x 2160 54,000 24,000 297,000 +/+ - - 6]
CTA-861, 4096 x 2160 67,500 30,000 297,000 +/+ - - 0
CTA-861,4096 x 2160 112,500 50,000 594,000 +/+ - - 0]
CTA-861,4096 x 2160 135,000 60,000 594,000 +/+ - - 6]

Horizontala | Vertikala Pikselu Sinhronizacijas Pieslégvieta
1z8kirtspéja frekvence frekvence pulkstenis polaritate
(kHz) (Hz) (MHz) (H/V) DPIN | DVIIN | HDMIIN

IBM, 720 x 400 31,469 70,087 28,322 -/+ 0 0 0
MAC, 640 x 480 35,000 66,667 30,240 -/- 0 o] 0
MAC, 832 x 624 49,726 74,551 57,284 -/- 0 0 0
MAC, 1152 x 870 68,681 75,062 100,000 -/- 0 0 0
VESA CVT, 3840 x 2160RB 110,500 49977 442,000 +/- 0 - -
VESA CVT, 3840 x 2160RB 133,313 59,997 533,250 +/- 0 - -
VESA DMT, 640 x 480 31,469 59,940 25175 -/- 0 0 0
VESA DMT, 640 x 480 37,861 72,809 31,500 -/- 0 0 0
VESA DMT, 640 x 480 37500 75,000 31,500 -/- 0 0 0
VESA DMT, 800 x 600 37,879 60,317 40,000 +/+ 0 0 0
VESA DMT, 800 x 600 48,077 72,188 50,000 +/+ 0 0 0
VESA DMT, 800 x 600 46,875 75,000 49,500 +/+ 0 0 0
VESA DMT, 1024 x 768 48,363 60,004 65,000 -/- 0 0 0
VESA DMT, 1024 x 768 56,476 70,069 75,000 -/- 0 0 0
VESA DMT, 1024 x 768 60,023 75,029 78,750 +/+ 0] 0 0
VESA DMT, 1152 x 864 67500 75,000 108,000 +/+ 0 0 0
VESA DMT, 1280 x 720 45,000 60,000 74,250 +/+ 0 0 0
VESA DMT, 1280 x 800 49,702 59,810 83,500 -/+ 0] 0 0
VESA DMT, 1280 x 1024 63,981 60,020 108,000 +/+ 0 0 0
VESA DMT, 1280 x 1024 79,976 75,025 135,000 +/+ 0 0 0
VESA DMT, 1366 x 768 47712 59,790 85,500 +/+ 0] 0 0




4. nodala
Pielikums

Licence

Manufactured under license from Dolby Laboratories.

XIDOLBY AUDIO" Dolby, Dolby Audio, Pro Logic, and the double-D symbol are
trademarks of Dolby Laboratories.

. The terms HDMI and HDMI High-Definition Multimedia Interface, and
Hnml the HDMI Logo are trademarks or registered trademarks of HDMI
""""""""""""""""""""""""""""""" Licensing LLC in the United States and other countries.

Atverta koda avota licences pazinojums

Gadijuma, ja izmantojat atvérta avota programmatdru, izstradajuma izvélné ir pieejamas
atverta avota licences. Atverta koda avota licences pazinojums ir pieejams tikai anglu
valoda.

Lai iegltu informaciju par atklata pirmkoda licences pazinojumu, sazinieties ar Samsung
klientu apkalpo$anas centru vai rakstiet un e-pasta adresi oss.request@samsung.com.

HE HEV(A\dvance”

Covered by Patents at patentlisthevcadvance.com

SIS IZSTRADAJUMS TIEK PARDOTS AR IEROBEZOTU LICENCI, UN TO IR ATLAUTS
IZMANTOT TIKAI SAISTIBA AR HEVC (HIGH EFFICIENCY VIDEO CODING — AUGSTAS
EFEKTIVITATES VIDEOKODESANA) SATURU, KAS ATBILST KATRAM NO TRIM
SEKOJOSIEM IEROBEZOJUMIEM: (1) HEVC SATURS, KAS PAREDZETS TIKAI PERSONIGAI
LIETOSANAI; (2) HEVC SATURS, KAS NETIEK PIEDAVATS PARDOSANAI; UN (3) HEVC
SATURS, KURU RADIJIS IZSTRADAJUMA TPASNIEKS.

S0 1ZSTRADAJUMU NEDRIKST IZMANTOT SAISTIBA AR HEVC-KODETU SATURU,

KURU RADIJUSI TRESA PERSONA UN KURU LIETOTAJS IR PASUTIJIS VAI IEGADAJIES
NO TRESAS PERSONAS, JA VIEN LICENCETS SATURA PARDEVEJS NAV PIESKIRIS
LIETOTAJAM ATSEVISKI GARANTETAS TIESTBAS UZ IZSTRADAJUMA IZMANTOSANU AR
SADU SATURU.

IZSTRADAJUMA IZMANTOSANA SAISTIBA AR HEVC-KODETU SATURU TIEK UZSKATITA
PAR PIENEMAMU, JA TA ATBILST AUGSTAK APRAKSTITAJIEM NOTEIKUMIEM.
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